
06 MAY 98 MEDOPS/E1/PRE A4-6

WMK - MALFUNCTION PROCEDURES

Malfunction Correction
Syringe plunger cannot be engaged Change out 3-way valve using Crescent

Wrench to separate valve from syringe
barrel.

Syringe is set to wrong volume (anything
other than 12.5 ml)

Adjust Syringe by loosening knurled knob
on syringe handle.

Turn syringe handle to adjust plunger to
correct setting.

Tighten knurled knob and draw sample
volume.

Adapter valve is set at wrong position Check valve position.
Turn valve to correct position according to
procedures.

Check MCD for rupture.
Change, if ruptured.

Operator touches sterile surface of
Adapter

Wipe affected area with Disinfectant Wipe.
Write action taken on side of MCD.

Water leaks from Syringe Pump Check all connections;  press together.
If leak continues, discontinue experiment.

Water leaks from MCD Check MCD connections to Adapter and
Syringe Pump;  press together.

If leak continues, start procedure over with
another Microbial Filter.

MCD filter membrane ruptures Discard MCD.
Start procedure with another MCD.

Water does not evacuate from MCD Continue pumping air through MCD.
Use sharp movements of MCD to facilitate
removal of residual water.

Incorrect volume of water filtered through
MCD.

Count number of strokes of Syringe Pump.
Record event on side of MCD.

Cap is off Media Syringe.  Media is cloudy
or turbid.

Discard Media Syringe.
Use another Media Syringe with cap and
with clear media.

Blue cap on MCD is not removed to relieve
pressure after removal or Media Syringe
causing media spillover

Wipe excess media on outside of MCD
with Dry Wipe or Towel.

Record event on side of Microbial Filter.
Media injected into wrong side of MCD Discard MCD.

Start procedure with another MCD.


